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JM EPDM FIT Self-Adhered 60 NR 10’x100’  
 
 
Johns Manville is pleased to announce the addition of JM EPDM FIT SA 60 NR 10’x100’ to our portfolio. The 
cured EPDM membrane features a self-adhered backing, 3” factory inseam tape, and an installation temperature 
down to 20°F! No primer or additional adhesive is required for any approved horizontal substrates. This new 
product has a split release liner, can provide up to 3x faster installation than traditionally adhered EPDM, and has 
the exceptional lay-flat capabilities that customers have come to expect from Johns Manville.  
 
The new JM EPDM FIT SA is available for shipment the week of October 1st, 2024. JM EPDM FIT SA is stocked 
in Norwalk, OH , Hazleton, PA, and Rockdale, IL warehouse locations to support the Midwest and Northeast 
regions. Please refer to the installation guide and flashing details for specific requirements and procedures below. 
 

New Product New SKU 
JM EPDM FIT SA 60 NR 10’x100’ 90038776 

 
 
Additional product information & data sheets can be found through the following links.  
 
JM EPDM FIT SA Data Sheet 
JM EPDM FIT SA Install Guide 
JM EPDM FIT SA Brochure 
JM EPDM FIT SA Details 
 
Please contact your JM Sales Team and/or Regional Service Account Specialist with any questions. Thank you 
for your continued support.  
 
 
Kevin Roepe 
EPDM Product Manager 

https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/epdmfamily/epdm-membranes/jmepdmfitsa/rs-1768-epdm-fit-sa-data-sheet.pdf
https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/epdmfamily/epdm-membranes/jmepdmfitsa/rs-6135-epdm-fit-sa-installation-guide.pdf
https://www.jm.com/content/dam/jm/global/en/commercial-roofing/products/epdmfamily/epdm-membranes/jmepdmfitsa/rs-1769-epdm-fit-sa-sell-sheet.pdf
https://www.jm.com/en/commercial-roofing/epdm-roofing-systems/#installation

